Temperature Range: -25°C to +85°C i

Contact Resistance: 20m() Max yJ |
Insulation Resistance: 100M(] Min Pitch 2.50mm 1:Single Row | | N-ofeontacts | 1o.1in piateq Rited B:Bag RoHS
Withstanding Voltage: 1500V AC/minute 2 Insulator
Pin Material: Brass/Tin-plated

Material: Nylon 66,UL94V-0

SPECIFICATIONS ORDER INFORMATION
Current Rating: 3A AC,DC
Voltage Rating:500V AC,DC 0] 0] [-] [T][0] 0]

02P,03FP
07P~15P 04P~Q06P w
. . | o | o | | =7 1 | I 1 |
No. of Dimensions — = 1 I —
1x02 2.50 5.00
2.50+0.10 2.50+0.10 2.50+0.10
1x03 5.00 7.50 A%0.20 A+0.20 A+0.20
1x04 7.50 10.00
1x05 10.00 12.50
1x06 12.50 15.00
1x07 15.00 17.50 B+0.25 B+0.25 B+0.25 o £.00+0.25
1x08 17.50 | 20.00 % 4
1x09 20.00 | 2250 TN AN n b 5 e Q
oo s fsw ] [ IEII0000 001 AH )
- - 1 O A L L =
1x11 25.00 27.50 | T T T T T T T | | ] g N
1x12 2750 | 30.00 ! H H H H H H H T ﬂ”i S 1
1x13 30.00 | 32.50 ' Bo¥o§ iy 7 3
5Q0.64 ||\ SQ064 ||\
1x14 32.50 35.00 Circuit 1 Circuit 1 Circuit 1 3.07+0.20
1x15 35.00 37.50
2.50+0.10
{%} {%} Old Part No.:2504S-XXTR-L
hpA A
$1.10+0.10 TITLE 2.5mm WAFER STRAIGHT Page | /!
P.C.B_LAYOUT s 3% i [l Jeff
PART NO. 5W250450-1XXTORBLAOT DRAWN | 2016/11/08
B 3% BRA ¥4 Jenny
prRAWNG NO,|  CW090-JFOOS Rev. | A |cHECKED| 2016/11/08
BP &R b7 R3R Aaron
A2 1E 4% % A PR /A 8] [cUSTOMER PN scaLe| NO"® Lpproved 201671108
Amtek Technology Co., Ltd. NE X =025 B4 THIRD
REV. ECN NO. OR DESCRIPTION REVISED| DATE TR 886222606878 TOLERANCE | XX +0.15 ONT | ™™ forahee A=



admin
機構名稱、機構部門、日期


