DRL Seri es Electric Double Layer Capacitors

Features:

* Miniaturized, high capacitance and high temperature
* Quick charge & discharge

* RoHS directive compliant

Recommended Applications:

=

¢ Consumer Electronics

¢ Industrial and Automation
* Portable Power Tools
* Renewable Energy Systems

» Short Term UPS (Uninterruptible Power Supply) and Telecom Systems

Specifications

tem Performance Characteristics

Nominal Capacitance Range
Capacitance Tolerance *20% or -20%~+50%
Rated Voltage

Resistance

ESR, DC Please see the attached characteristics list (table 1)

ESR, AC Please see the attached characteristics list (1kHz/20°C) (table 1)

Power
Please see the attached characteristics list (table 2)
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Please see tached characteristics list (table 2)

: After 1000 hours storage at +60°C, without load, the capacitor shall meet
Shelf Life Ll e T
i the specified limits for endurance.

After 1000 hours application of rated voltage at 60°C, the capacitor shall
meet the following limits.

En : R
ditance Capacitance Change +30% of initial measured value
Internal Resistance <4 times of initial specified value

Capacitors cycles between specified voltage and half rated voltage under
constant current at 25°C (500,000 cycles)

Cycles : —
’ Capacitance Change +30% of initial measured value
Internal Resistance <4 times of initial specified value

Cycles

Specifications are subject to change without notice. Should a safety or technical concern arise regarding the product,
please be sure to contact our sales offices or agents immediately.
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DRL Series

Electric Double Layer Capacitors

Case Size Table

Terminal:RR

Safety vent for ©=6.3
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Specifications are subject to change without notice. Should a safety or technical concern arise regarding the product,
please be sure to contact our sales offices or agents immediately.
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DRL Series Electric Double Layer Capacitors

Characteristics List

* Table 1
Rated |Rated| Size ESR, ESR, Leakage| Max. Max. |Short Peak
Part Number (Voltage| Cap. | ®DxL | DC(mQ)(max)| AC(m)(max)| Current |Current(A),| Continuous| Current
(V.DC) | (F) | (mm) |at 1kHz/20°C |at 1kHz/20°C| (mA) 1sec Current(A) | (Isc)(A)
DRL105S0TF12RR 2.7 1.0 | Bx12 850 400 0.5 1.4 0.3 0.73
DRL205S0TF16RR 2.7 2.0 | 8x16 470 280 1.0 2F 0.5 1.39
DRL305S0TF20RR b7 3.0 | 8x20 250 160 1.5 4.1 0.8 2.31
DRL335S0TG20RR 2:7 3.3 | 10x20 270 160 1.7 4.5 0.9 2.36
DRL505S0TG20RR | 2.7 4.7 | 10x20 250 140 2.5 6.3 1.3 2.92
DRL705S80TG25RR 2.7 7.0 | 10x25 200 100 3.5 9.5 1.9 3.94
DRL106SOTG30RR | 2.7 10 | 10x30 130 80 5.0 13.5 2.7 5.87
DRL106S0TI25RR 2.7 10 |12.5x25 140 80 5.0 13.5 2.7 5.63
DRL226S0TK25RR | 2.7 22 | 16x25 85 40 11.0 29.7 5.9 10.35
DRL306S0TK30RR 2.7 30 16x30 60 30 15.0 40.5 8.1 14.5
DRL506S0TL40RR 2.7 50 | 18x40 40 25 25.0 7.5 13.5 225
DRL107S0TL60RR 2.7 100 | 18x60 28 20 50.0 135 27.0 35.5
DRL107S0TN45SC | 2.7 100 | 22x45 28 18 50.0 135 27.0 35.5
DRL157S0TO555C 27 150 | 25x55 25 16 75.0 203 40.5 42.6
DRL207S0TP50SC 2.7 200 | 30x50 20 15 100.0 270 54.0 54.0
DRL25750TP555C 2.7 250 | 30x55 18 13 125.0 338 67.5 61.4
DRL357S0TQ60SC | 2.7 350 | 35x60 12 10 175.0 473 94.5 90.9
DRL507S0TQ9505 | 2.7 500 | 35x95 10 8 250.0 675 135.0 112.5
DRL128V0TT80A4 2.7 | 1200 | 60x80 0.7 0.60 600.0 1620 324.0 880.4
DRL158VOTT1LA4 2.7 1500 | 60x100 0.6 0.50 750.0 2025 405.0 1065.8
. DRL188VOTT1NA4 2.7 | 1800 | 60x120 0.55 0.45 900.0 2430 486.0 1221.1
DRL208VOTT1PA4 2.7 | 2000 |60x130 0.45 0.40 1000.0 2700 540.0 14211
& DRL258VOTT1RA4 2.7 | 2500 |60x150 0.42 0.36 1250.0 3375 675.0 1646.3
‘ = DRL308VOTT1RA4 | 2.7 | 3000 |60x150 0.43 0.38 1500.0 4050 810.0 1768.6
e DRL308VOTT1TA4 2.7 | 3000 |60x170 0.4 0.35 1500.0 4050 810.0 1840.9
(]

* High Pd(W/kg) and Energy Density (Emax(Wh/kg))

Specifications are subject to change without notice. Should a safety or technical concern arise regarding the product,
please be sure to contact our sales offices or agents immediately.
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DRL Series Electric Double Layer Capacitors

Characteristics List

* Table 2

Rated Capacitance(F) 1 2 3 3.3 4.7 Fé 10 10 22 30
Size(®DxL) 8x12 | 8x16 | 8x20 | 10x20 | 10x20 | 10x25 | 10x30 |[12.5x25| 16x25 | 16x30
Pd(W/kg) 1338 1756 2647 1580 1645 1934 2057 1755 1650 1768

Energy Density
(Emax(Wh/kg))
Maximum Energy
(Emax(mAh))

1.3 1.9 2.3 1.6 2.2 3.1 3.1 2.8 3.6 3.7

1.01 2.03 3.04 3.34 4.76 7.09 10.1 10.1 22.3 30.4

Rated Capacitance(F) | 50 100 100 150 200 250 350 500

Size(®DxL) 18x40 | 18x60 | 22x45 | 25x55 | 30x50 | 30x55 | 35x60 | 35x95
Pd(W/kg) 1770 | 1625 | 1595 | 1144 | 1092 | 1078 | 1115 | 848
Energy Density

[ 41 5.3 5.2 5.0 5.1 5.6 5.4 4.9
Maimum Energy 50.6 | 101 | 101.00 | 151.80 | 202.50 | 253.10 | 354.3 | 506.25

(Emax(mAh))

Rated Capacitance(F) | 1200 | 1500 | 1800 | 2000 | 2500 | *3000 | 3000

Size(®DxL) 60x80 | 60x100 | 60x120 | 60x130 | 60x150 | 60x150 | 60x170
Pd{(W/kg) 4311 4535 4172 4668 4318 3555 3965
Energy Density

(Emax(Wh/kg)) 4.2 4.7 4.8 4.9 5.2 5.3 55
Maximum Energy

(Emax(mAh)) 1215.0 | 1518.8 | 1822.5 |2025.00|2531.25| 3037.5 | 3037.5

" High Pd(W/kg) and Energy Density (Emax(Wh/kg))

Additional Technical Information

lc=leakage current after 72 hours at 25°C
Isc=short circuit current (maximum peak current)

Roc=internal resistance(DC)

»
o
S
L
n
oy
(a4
(]

M=capacitor mass(kg)
Pd=(0.12xU?%/Roc)/M Emax=(0.5CU?/(3600xM) Maximum Peak Current (1 sec)=0.5U/(ESRpc+1/C)

Specifications are subject to change without notice. Should a safety or technical concern arise regarding the product,
please be sure to contact our sales offices or agents immediately.
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